
Guest® Battery Chargers for 
Pride-Brand Replacement

• On-board chargers
• Silent operation
• Plug compatible with Pride mobility 

chairs for easy replacement



Guest has designed these tough-fully automatic 
chargers to meet ANSI-RESNA specifications to 
provide fast, quiet power for recharging batteries in
Pride-brand wheelchairs and scooters.

These rugged three-stage electronic switching chargers 
are designed to go anywhere—in any weather. Their
“maintenance” stage ensures that they can be left on
indefinitely, without overcharging or boiling of
electrolytes, keeping the battery fresh and extending
battery life. This design will provide a full charge for
flooded, AGM or gel-cell batteries.

2904-24U and 2904-24LU

Input: Universal input (100 – 250 vAC). 19-in AC cable,
18 AWG, with AMP-type female connector with male pins
Output: 6-in DC cable, 18 AWG, with AMP mate-n-lok
male connector with male pins

2905-01 and 2905L-01

Input: (100 – 130 vAC). 8.5-in AC cable, 18/3 SJT cord
with AMP-type female connector with male pins
Output: 4-in DC cable, 18 AWG, with AMP mate-n-lok
male connector with male pins

On-board Chargers for Pride Replacement

MODEL 2904-24U 2904-24LU 2905-01 2905L-01
Amperage 4 4 5 5
Voltage 24 24 24 24
Inhibit High-inhibit Low-inhibit High-inhibit Low-inhibit

FULL-LOAD – BULK STAGE
Voltage (DC) 23 - 28 23 - 28 22.0 - 26 22.0 - 26
Current (Amps) 3.5 - 4.5 3.5 - 4.5 3.5 - 5 3.5 - 5

ABSORPTION STAGE
Voltage (DC) 28 - 30 28 - 30 28.3 - 30 28.3 - 30
Current (Amps) 1 - 3.54 1 - 3.54 1.0 - 3.5 1.0 - 3.5

MAINTENANCE STAGE
Voltage (DC) 26.8 - 27.4 26.8 - 27.4 26.8 - 27.4 26.8 - 27.4
Current (Amps) 0 - 1 0 - 1 0 - 1.1 0 - 1.1

Battery Type SLA, AGM and gel SLA, AGM and gel LA, SLA, AGM and gel LA, SLA, AGM and gel

Dimensions (H x W x D) 3.5" x 6.5" x 2.2" 3.5" x 6.5" x 2.2" 7.4" x 6.3" x 2.4" 7.4" x 6.3" x 2.4"

Weight (Lbs.) 3.5 3.5 4.75 4.75

Approvals cUR, CE cUR, CE cUR cUR

Features
• Quiet operation, without the buzz of transformer-based

chargers. No fan “rumble” in the middle of the night.

• Resists corrosion and bodily fluids

• Full two-year warranty

• Electronics are completely potted in epoxy for
protection from hostile environments

• Built-in electronic overload and thermal protection

• LED status indicators

• Automatic short-circuit protection

• Reverse-polarity protection

• Meet FCC Class B requirements for radiated 
and conducted emissions
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Ask your Guest Mobility Charger™ dealer for assistance with selecting the charger for your specific wheelchair or scooter.


