
Guest® Battery Chargers for
Charging and Maintaining
Applications

• New retail packaging
• UL listed products



Guest chargers/maintainers are ideally suited to
charge and maintain a battery without overcharging.
They are built to handle rugged applications and 
can handle input power fluctuating between 100 
and 130 vAC.

Our epoxy-potted cases are the ultimate in
durability, able to withstand numerous caustic
chemicals and gasses, as well as shockproof.

Due to the nature of this bulletin, summary
information only is presented. For complete
information, including input and output cabling,
charge-status indicators, mounting options and
available accessories, please contact your Guest
Industrial representative.

Portable Chargers for Charging and Maintaining Applications

MODEL (BULK PACK) 2601-B 26015-12-B 2602A-12-B 2603-B 2606A-B 2612A-B

MODEL (RETAIL PACK) 2601 26015-12 2602A-12 2603 2606A 2612A
Amperage 0.75 1.25 2.0 3.0 6.0 10.0
Voltage 12 12 12 12 12 12

FULL-LOAD – BULK STAGE
Voltage (DC) 11.5 - 13.8 11 - 13.5 11.5 - 13.0 11.5 - 14.1 11.5 - 14.0 11.5 - 13.5
Current (Amps) 0.7 - 0.9 1.1 - 1.4 1.5 - 2 0.2 - 3 4.5 - 6.5 8.5 - 11

ABSORPTION STAGE
Voltage (DC) N/A 13.6 - 14.6 13.6 - 14.3 N/A 13.6 - 14.6 13.9 - 15
Current (Amps) 0.5 - 1.1 0.3 - 1.5 2.5 - 4.5 2.5 - 8.5

MAINTENANCE STAGE
Voltage (DC) 13.2 - 13.8 13 - 13.6 13.0 - 13.6 13.2 - 13.85 13.0 - 13.6 12.9 - 13.6
Current (Amps) 0 - 0.7 0 - 0.5 0 - 0.3 0 - 0.2 0 - 1.5 0 - 2.5

Battery Type SLA, AGM or gel SLA, AGM or gel SLA, AGM or gel SLA, AGM or gel SLA, AGM or gel SLA, AGM or gel

Dimensions (H x W x D) 3.0" x 1.9" x 1.1" 2.7" x 5.4" x 1.5" 2.75" x 4.5" x 1.5" 3.1" x 3.5" x 2.34" 5.5" x 5.0" x 2.4" 7.5" x 5.0" x 2.4"

Weight (Lbs.) 0.38 1.0 2.0 1.0 3.5 4.5 

Approvals cUL cUL cUL cUL cUL cUL 

Features
• Electronics are completely potted in epoxy

for protection from hostile environments*

• Electronic switching technology

• Made for harsh environment usage

• Short circuit protected

• Reverse polarity protected

• Overload protected

• Complete with AC and DC cables and connectors

• Good for flooded, AGM, and gel cell batteries

• 2-year limited warranty

*Model 2601 is not potted. It is intended for

maintaining a charge in stored vehicles.
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